














Our technique:
Faster and more precise.

In addition to enhancements to established features, Y.Cheetah

operators also benefit from three completely new technologies.

eHDR-Inspect

Highest product quality is a major

competitive advantage in electronics.

Developed especially for the
electronics market, our eHDR filter
highlights critical structures with
just one click. It detects even the
slightest variances and no defect
will be missed - thanks to enhanced
16-bit illustration of grayscale
values.

micro3D slices SMT

A cost-effective inspection is one

of the main factors when it comes to
reducing overall product costs. By
using laminography slicing technol-
ogy, the nondestructive inspection
of larger or double-sided boards as
well as multilayer chips is possible
and substantial cost savings will be
achieved. Even better, these slice-
by-slice images can be analyzed
automatically — as easily and quickly
as a 2D image.

Multi Area Void Calculation
(MAVC)

Today’s soldering connections are
getting more and more complex.
That leads to high risk of missing
solder joints which could result in
ultimate product failures. The

MAVC helps detect voids in complex
soldering designs. With just four
parameters to adjust, setup is quick,
simple, and cost-efficient.



Our record: Brilliance by numbers.
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Double-sided power device
- u3D slices - 3 min. scan time
Stacked power devices -

oblique view

3 Stacked power devices -

top-down view

4 Stacked power devices - u3Ds

mavc on section slice

General Product Features X-Ray Tube
Time to first image (typ.) ~10s Tube type open X-ray tube
Reconfiguration time (typ.) <60s Target transmissive
HCT scan time (min.) >7s Target material Tungsten
HCT reconstruction time (min.) ~60s Voltage range 25-160 kV
micro3Ds scan time (min.) ~20s Current range 0.01-1.0 mA
micro3Ds reconstruction ~20s Max. tube power 64 W
time (min.)
" Max. target power 15 W
Access for sample loading [mm] large autom. door (690 x 650 mm)
- Detail detectability <1 um
Visual interfaces large window (520 x 370 mm),
large 24" monitor (adjustable) X-ray intensity control TXI
Zoom+ yes
PowerDrive yes
Power boost factor 33x
Image stabilization air suspension
Manipulation Image Chain
Manipulation control via mouse or joystick Geometric magnification (max.) 2,000x
Inspection area (max.) 460 mm x 410 mm (18" x 16") Total magnification (max.) 17,500x

Sample size (max.)

800 mm x 500 mm (31" x 19”)

Sample tray axes

XY

Physical Dimensions

Oblique viewing

+/-70° (140°)

Width/depth/height [mm]

~ 1,650/1,400/1,850

CNC

yes

Weight

~2,200 kg




Find the system ITI .
that suits you best =
'
Y.Cougar Basic Y.Cougar Y.Cheetah Y.Cheetah yHD FF 20CT FF 35CT
Part size + + ++ ++ +++ ++++
Material density ++ ++ ++ ++ +++ +H++
Part weight + + ++ ++ +++ +H++
Detail detectibility + + + ++ o+ 4
Vertical beam inspection +++ +++ +++ +++
Horizontal beam inspection o+ e+
Stone-based manipulation o+ .
Real-time imaging ++++ ++++ ++++ ++++ ++ ++
Micro CT ++* +++* ¥ ++H+ -
Micro 3D slices ++* +++% ¥
Micro Helical CT +++¥ ++++*
Virtual ROI CT +++¥ +++%
Smart GUI +++ +++ +4++ +++ +H++ +H++
*optional
Would you like to learn more about our systems? Interested in a test inspection?
Please don’t hesitate to contact us by phone or email. We look forward to hearing from you!
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Technology with Passion
GERMANY - HEADQUARTERS CHINA USA JAPAN
YXLON International GmbH YXLON YXLON Sales & Service Location YXLON International KK

Essener Bogen 15
22419 Hamburg
Germany

T: +49 40 527 29-0

www.yxlon.com

X-ray Equipment Trading Co., Ltd.
1C1809 Web Time Center

Room A309, Building 2,

17 Zhongguancun South Ave.
Beijing 100081, P.R. China

T: +86 10 8857 9581

F: +86 10 8857 9580

COMET Technologies USA Inc.
5675 Hudson Industrial Parkway
Hudson, OH 44236

USA

T: +1 234-284-7849

New Stage Yokohama Bldg.,
1st Floor

1-1-32 Shinurashima-cho
Kanagawa-ku

Yokohama, 221-0031

Japan

T: +81 45 450 1730

YXLON International reserves the right to make changes in specifications and/or to discontinue any product at any time
without notice or obligation and will not be liable for any consequences resulting from the use of this publication.
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